
Soldadoras y generadores recomendados
Los accesorios de gran diámetro requieren soldadoras y generadores de alta potencia. Para esta pesada 
tarea es preciso enfriar el transformador entre ciclos de soldadura. En respuesta a este problema, 
Plasson ha desarrollado un nuevo modelo de soldadora, PolyControl Plus, con enfriamiento integrado y 
un transformador de novedosa tecnología que reduce al mínimo la duración del ciclo. Los modelos de 
soldadoras recomendados son:

1. Plasson PolyControl Plus V.2.0
 Permite como mínimo 4 ciclos sucesivos de soldadura sin interrupción
 Eficaces con altas y bajas temperaturas
 Sólo se requieren 10 minutos de enfriamiento al cabo de 7000 

  segundos de trabajo
 Generador: 4.5 kVA – mínimo 16A monofásico

2. Plasson Polymatic o Polymatic Plus
 Permite como mínimo 2 ciclos sucesivos de soldadura
 Requiere 40 minutos de enfriamiento al cabo de 3500 segundos de trabajo
 Generador: 5.5 kVA – mínimo 18A monofásico

Aviso importante
 No utilice las correas de tela para levantar accesorios; no afloje ni quite las correas.
 No existe correlación entre la altura del indicador de fusión y la calidad de la soldadura.
 Para una soldadura eficiente se recomienda utilizar las herramientas indicadas para redondear, sujetar y 	       	

  alinear los tubos.

Recommended Controllers and Generators
Large diameter fittings require heavy-duty controllers and generators to supply the necessary power.  
This heavy load necessitates cooling of the transformer between welding cycles. In response to this 
common problem, Plasson has developed a new controller, PolyControl Plus, with integral cooling and novel 
power transformer technology to reduce cycle time to a minimum. The recommended controllers are:

1. Plasson PolyControl Plus V.2.0
 Allows at least 4 successive welding cycles without pause
 Efficient in hot and cold weather
 Only 10 minutes cooling required after 7,000 seconds of welding
 Generator: 4.5 kVA – minimum 16A on one phase

2. Plasson Polymatic or Polymatic Plus
 Allows at least 2 successive welding cycles
 Requires 40 minutes cooling after 3,500 seconds of welding
 Generator: 5.5 kVA – minimum 18A on one phase

Important Notice
 The fabric straps are not designed for use as lifting devices – they should 

  not be loosened or removed
 Melt indicator provides evidence of fusion – there is no correlation between 

  height of indicator and quality of fusion
 Rerounding tools, clamping and alignment tools are highly recommended for trouble-free welding
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